








	 Article	 For field	 Length (m)	 Weight (kg)

	 e284815	 1.57 x 2.00	 2.40	 5.9

	 e284820	 2.07 x 2.00	 2.80	 6.8

	 e284825	 2.57 x 2.00	 3.20	 7.6

	 e284830	 3.07 x 2.00	 3.60	 8.5
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	 Article	 For field	 Length (m)	 Weight (kg)

Alternative solution to e2847xx angle 
brace. Instead of rotary semi-coupling 
with bolt and nut the semi-coupling with 
wedge is used. This allows for faster 
and easier assembling of the brace.

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 AB203084	 1.00	 -	 2.8

	 e283820	 2.07	 -	 9.2

	 e283825	 2.57	 -	 11.1

	 e283830	 3.07	 -	 13.0

	 e284715	 1.57 x 2.00	 2.40	 5.8

	 e284720	 2.07 x 2.00	 2.80	 6.6

	 e284725	 2.57 x 2.00	 3.20	 7.4

	 e284730	 3.07 x 2.00	 3.60	 8.3

10

Angle brace

Pipe of 42 mm diameter with rotary 
clamp used for scaffolding stiffening. 
To be assembled by fitting the top 
brace end into stiffening sheet of ver- 
tical frame and fastening the opposite  
end with clamp at the bottom of the 
opposite vertical frame.

Angle brace with wedge coupling

Horizontal steel brace

Pipe of 48.3 mm diameter with normal 
semi-coupling (nut and bolt) permanently 
fixed at the ends of brace. Mounted 
with semi-couplings to the opposite 
vertical frames. Serves as the stiffener 
of scaffolding structure.

Railing aluminium post

50 per cent lighter alternative to the 
railing steel post.



	 e440510	 1.00	 0.048	 3.7

	 e440520	 2.00	 0.048	 7.5

	 e440530	 3.00	 0.048	 11.3

	 e440540	 4.00	 0.048	 15.1

	 e440550	 5.00	 0.048	 18.9

	 e440560	 6.00	 0.048	 22.7

WALL  SCAFFOLDINGS

11

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e581119	 -	 -	 0.8

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e285179	 1.77	 -	 8.2

	 e285119	 1.95	 -	 8.8

Universal aluminium pipe

	 Article	 Length (m)	 Width (m)	 Weight (kg)

Alternative to steel pipe Art. No e4405xx.

	 e450563	 3.00	 0.048	 4.5

	 e450564	 4.00	 0.048	 6.0

	 e450566	 6.00	 0.048	 9.0

Normal coupling

Fixed in the field of stiffening sheet 
with anchor coupling and is used for 
anchoring of scaffolding to the object. 
With flange nuts, used for connection 
of two pipes of 48 mm diameter at 
angle of 90 degrees. Permissible load 
of normal coupling amounts to 9.1 kN.

Universal steel pipe

	 Article	 Length (m)	 Width (m)	 Weight (kg)

Pipe of 48.3 x 3.2 mm diameter. Multi-
purpose element used in atypical 
structures and different lengths of fields.

Sway brace

To support the steel bracket 0.73 m 
or 1.09 m wide. Used as the set with	
Art. No e285579 to support bracket	
Art. No e285519.
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In-line coupling

Used for coaxial, in-line connection 
of two pipes of 48 mm diameter. The 
in-line coupling must be made with 
aligning pin fixed in the contact point 
of two pipes. Permissible load of in-line 
coupling equals to 6 kN.

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e581319	 -	 -	 1.2

Supplied with flange nuts is used for 
connection of two pipes 48 mm diameter 
at any angle. Permissible load of rotary 
coupling amounts to 5.9 kN.

	 e284610	 -	 -	 0.9

	 e284600	 -	 -	 0.9

	 e581419	 -	 -	 1.5

Railing coupling with wedge

Semi-coupling with integrated holder 
with wedge used for fixing of railing to 
the frame on the facade side.

Anchor coupling

Used for scaffolding anchoring via 
universal pipes of 48 mm diameter 
and normal couplings. Used instead of 
anchor fastener.

Rotary coupling
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	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e286225	 2.57	 0.64	 25.1

	 e286230	 3.07	 0.64	 29.9 

	 e286207	 0.73	 -	 3.0

	 e286300	 -	 -	 12.8

	 e286325	 2.57	 -	 16.0

	 e286330	 3.07	 -	 17.8

External stair-rail

For safe climbing up and down the 
scaffolding stairs.

Stairs internal railing

For safe climbing up and down the 
scaffolding stairs.

Stairs primary U-transom

Element for staircase construction.

Aluminium stairs

For convenient scaffolding access and 
material transportation.
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Lattice aluminium girder

Alternative to lattice steel girder. 
Represents lower load resistance. Its 
easier assembling and disassembling 
is advantageous. 

Pass-by steel girder

Fixed semi-couplings installed at the 
ends of top and bottom girder are used 
for fastening the girder to the frame. 
Using the transom of pass-by steel 
girder, the platforms can be mounted 
in its vicinity.

Lattice steel girder

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e503407	 0.73	 -	 2.8

	

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e287754	 5.14	 0.40	 56.0

	 e287762	 6.14	 0.40	 64.8

	 e503330	 3.00	 0.40	 30.6

	 e503340	 4.00	 0.40	 41.3

	 e503352	 5.24	 0.40	 50.9

	 e503360	 6.00	 0.40	 60.3

	 e503362	 6.24	 0.40	 60.8

	 e503230	 3.24	 0.50	 36.4

	 e503240	 4.24	 0.50	 45.6

	 e503250	 5.24	 0.50	 54.8

	 e503260	 6.24	 0.50	 64.0

Used for construction of gates (drive-ways 
beneath scaffoldings), span beams 
over building construction elements 
and different kinds of platforms. The 
girder is connected with vertical frame 
with four normal couplings. It is made 
of pipes of 48.3 x 3.2 mm diameter.

Pass-by girder transom

Used in the set of pass-by steel girder 
Art. No e287754, 287762.

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e501230	 3.00	 0.40	 12.7

	 e501240	 4.00	 0.40	 17.0

	 e501252	 5.24	 0.40	 20.9

	 e501260	 6.00	 0.40	 24.7

	 e501262	 6.24	 0.40	 25.1

	 e501280	 8.00	 0.40	 33.2

	 e501330	 3.24	 0.50	 14.9

	 e501340	 4.24	 0.50	 18.8

	 e501350	 5.24	 0.50	 22.6

	 e501360	 6.24	 0.50	 26.4



	 e501006	 0.60	 -	 2.7

	 e501009	 0.90	 -	 3.3

	 e501012	 1.20	 -	 3.8

	 e501016	 1.60	 -	 5.2

	 e501019	 1.90	 -	 5.8

	 e501039	 3.00	 -	 8.5

	 e501049	 4.00	 -	 10.2

	 e501059	 5.00	 -	 12.7

	 e501069	 6.00	 -	 15.2

	 Article	 Length (m)	 Width (m)	 Weight (kg)
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	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e502000	 0.44	 -	 2.2

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e491052	 5.20	 0.59	 39.0

	 e491061	 6.10	 0.59	 46.0

	 e491071	 7.10	 0.59	 52.5     

Used for connection of lattice girders of 
different length, giving the span beams 
of 6 upto 12 m. 

Platform aluminium cross-beam

U-profile for 2, 3, 4, 5, 6 platforms 0.32 m 
wide and corresponding girder length 
of 3 m, 4 m, 5 m, 6 m. Fixing to the 
top belt of girder by the coupling. 
Used for platforms building of different 
dimensions.

Girder coupling link with fasteners

Aluminium gang-board

Multi-purpose, light aluminium gang-board 
used as a traffic way at construction 
site. Can be used for inspection and 
under-ceiling platforms.

Aluminium post for railing. Rail clamp. Clamp for aluminium gang-board

Aluminium post for railing together with 
rail clamp and 48.3 diameter pipe is 
used for mounting the safety railings 
along aluminium gang-boards. Clamp 
for aluminium gang-board used for 
fastening of neighbouring gang-boards 
in order to widen the platform or traffic 
lines.

	 e491001	 -	 -	 2.5

	 e491002	 -	 -	 0.3

	 e491003	 -	 -	 0.3  

	 Article	 Length (m)	 Width (m)	 Weight (kg)
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A steel anchored support

Steel bracket with clamp

Anchor coupling with hook

Fastened to vertical frame at the level 
of stiffening sheet with rotary clamp 
which is fixed to the bracket. Allows for 
widening of scaffolding by 0.36 m, 0.73 m 
or 1.09 m. Permissible bracket load:
0.36 m – 3 kN/sqm
0.73 m – 1 kN/sqm.
Permissible bracket load without the 
support – upto 1 kN/sqm; with the 
support – upto 3 kN/sqm. Brackets	
Art. No e285579 and e285519 are 
also used as the set with sway brace	
Art. No e285179 or Art. No e285119.

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e285590	 -	 0.73	 16.6

	 e285515	 -	 1.50	 41.3

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e286606	 0.60	 -	 2.7

	 e286504	 0.40	 -	 1.6

	 e286508	 0.80	 -	 2.9

	 e286513	 1.30	 -	 4.5

	 e286515	 1.50	 -	 5.2

	 e285539	 0.28	 0.36	 3.4

	 e285589	 1.76	 0.73	 19.5

	 e285579	 0.38	 0.73	 6.3

	 e285519	 0.38	 1.09	 10.4

	 e285550	 0.30	 0.50	 4.9

Distance anchor coupling with hook

The support is anchored to the wall and 
by virtue of its inner construction it is 
suitable for the assembly of platforms 
and 0.73 m-wide frames.

Pipe of 48 mm diameter provided with 
hook and sheet to be fit under the frame 
U-profile. It is fixed in the stiffening 
sheet cuttings with one normal coupling 
and regulates the distance between the 
wall and the scaffolding carrying the 
external load from the scaffolding onto 
the building.

Long anchor coupling links 1.30 m and 
1.50 m long fastened with two normal 
couplings to both stands of vertical 
frames. Short anchor coupling link 0.40 m 
long fastened with normal coupling to 
one frame stand next to the wall.
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	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e511100	 -	 -	 0.1

	 e285403	 -	 0.36	 0.9

	 e285407	 -	 0.73	 1.7

	 e285410	 -	 1.09	 2.4

Plastic strut pin

Protects platforms against slipping out 
of the frame U-profile at the highest 
scaffolding storey provided with railing 
normal post as well as platforms 
installed on steel brackets.

Protective cotter pin

Anchor eye screw

Protects against self-disengaging of 
vertical frames. To be fitted through the 
opening in top frame sleeve and the 
opening in bottom frame pivot (pivot 
joint).

Platform protection

Pin of 14 mm diameter made of plastic 
for fastening of eye screw Art. No 
e5110xx.

Used for anchoring of scaffolding to the 
wall. Used as the set with plastic strut 
pin Art. No e511907.

	 e511907	 -	 -	 0.03

	

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e511012	 0.12	 -	 0.2

	 e511016	 0.16	 -	 0.2

	 e511019	 0.19	 -	 0.3

	 e511023	 0.23	 -	 0.4

	 e511028	 0.28	 -	 0.5

	 e511030	 0.30	 -	 0.5

	 e511035	 0.35	 -	 0.6

	 Article	 Length (m)	 Width (m)	 Weight (kg)
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Flange nut

Used for blanking holes that remain 
after anchor screw removal.

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e511800	 -	 -	 0.01

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e581301	 -	 -	 0.1

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e581302	 -	 -	 0.04

	 e288501	 -	 0.73	 6.0

Hammer head bolt

Protective roof bracket

Used with flange nut Art. No e581302.

Hole plug

SW 19. Composition part of all types of 
couplings and vertical braces. Used as 
the set with hammer head bolt. 

Used as the set with steel bracket with 
clamp (Art. No e285579) to protect 
underpasses against falling down 
objects.
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	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e285379	 0.73	 -	 3.0

	 e285319	 1.09	 -	 6.0

Jib for block hanging

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e822800	 1.28	 0.88	 40.2

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e552100	 -	 0.85	 7.7

	 e552000	 -	 -	 3.7

	

	 Article	 Length (m)	 Width (m)	 Weight (kg)

Provides safe and comfortable traffic 
under the scaffolding. Gangway frame 
stands at bottom ends are connected 
together in parallel with wall with vertical 
braces (or with pipes and couplings). 
Alternatively they are protected against 
displacement on the ground level. 
Adapted for installation with scaffolding 
frames of 0.73 and 1.09 m.

	 AB202195	 2.20	 1.50	 35.8

	 AB202197	 2.20	 1.75	 39.0

Transverse transom

Modul pallet

U-profile with two fastening clamps on 
both ends to be fixed on vertical frame 
stands at any height. 

Gangway steel frame

– 2 guard-rail’s clamping points

– 4 guard-rail’s clamping points

For vertical transport of scaffolding 
elements or materials. Hoisting capacity 
150 kg.

Ideal for economical storage and 
transportation of scaffolding elements. 
Adopted for transportation by fork lift 
trucks or cranes. 
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Transport beam

As the set with Modul pallet. For 
storage of scaffolding small elements 
(couplings, footings, anchor coupling 
links, brackets etc.).

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e822900	 1.08	 0.68	 30.4

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e571173	 -	 2.00	 26.3

	 e571175	 -	 -	 4.1

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e822808	 1.28	 0.88	 69.7

Netting pallette

Footing with two nuts

Ideal for economical storage and 
transportation of scaffolding elements.

Modul basket

Used for installation of movable 
scaffoldings on front scaffolding elements. 
Exclusively used with Art. No 571175 
and MP-116.

For compensation of ground level 
differences. Used as the set with	
Art. No e571173.
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	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e732025	 10	 2.57	 -

	 	 20	 2.57	 -

	 e732030	 10	 3.07	 -

	 	 20	 3.07	 -

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e733725	 10	 2.60	 -

	 	 20	 2.60	 -

	 e733730	 10	 3.10	 -

	 	 20	 3.10	 -

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e733825	 1.00	 2.70	 -

	 e733830	 2.00	 3.20	 -

Scaffolding canvas cover

	 Article	 Length (m)	 Width (m)	 Weight (kg)

Used as the set with Art. No e571175. 
Useful load of one castor equals to 750 kg. 
Castor is equipped with blocking. 

	 MP-116	 -	 -	 4.6

Scaffolding net screen

Reinforced scaffolding canvas cover

Protecting net screen reinforced with 
black yarn. Holes situated every 10 cm 
on whole length for fastening purposes. 
Weight (G.S.M.) – about 65 g/sqm. 
Wind transmittance – 50-55 per cent. 

Castor

Both sides laminated (polyethylene-
fabric 12x12 TEX). Weight (G.S.M.) 
– about 180 g/sqm. 

Canvas cover made of reinforced  
polyethylene, provides protection in 
all atmospheric conditions. Provided 
with additional reinforcing belts. Highly 
resistant against flames and sparks. 
Weight (G.S.M.) – 280 g/sqm.
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Auxiliary equipment for hoisting winches

Rotary jib

Hook

Fixture for 5 hooks

5 mm diameter rope, 35 cm long for 
hanging several hooks

Hanger for 4 buckets

Supply cable 30 m

Supply cable 50 m

Rope 51 m

Rope 81 m

	 Article	 Length (m)	 Width (m)	 Weight (kg)

	 e552700	 -	 -	 20.0

	 e552701	 -	 -	 0.5

	 e552714	 -	 -	 2.3

	 e552702	 -	 -	 0.1

	 e552705	 -	 -	 4.0

	 e552721	 -	 -	 8.0

	 e552755	 -	 -	 13.0

	 e552711	 -	 -	 4.0

	 e552703	 -	 -	 6.8

Electric hoisting winches Mini 60S, Maxi 120S, Maxi 150S

	 Article	 Length (m)	 Width (m)	 Weight (kg)
Hoisting capacity 60 kg. Two hoisting 
speeds: 23/69 m/min. 
Power – 0.25/0.75 kW.
Power supply – 230V/50Hz.

Hoisting capacity 120 kg. Two hoisting 
speeds: 20/60 m/min.
Power – 0.45/1.35 kW.
Power supply – 230V/50Hz.

Hoisting capacity 150 kg. Two hoisting 
speeds: 15/45 m/min.
Power – 0.45/1.35 kW.
Power supply – 230V/50Hz.

	 e552606 with rope of 51 m	 -	 -	 50.0

	              with rope of 81 m	 -	 -	 56.0

	e552612 with rope of 51 m	 -	 -	 60.0

	             with rope of 81 m	 -	 -	 65.0

	e552615 with rope of 51 m	 -	 -	 60.0

	             with rope of 81 m	 -	 -	 65.0

AB2020xx

AB2030xx

e581119

e2850xx

e4923xx

e2816xx

e581119

e2839xx

e2868xx

e2836xx

e2847xx

e285379

e5112xx

e581319

e2812xx

e511907

e5110xx

e2865xx

e2843xx

e4913xx

e4911xx

e581319or
or

or






